


GENERAL OPERATION

Model 8063801 is designed to sense a drop in pressure due to air compressor failure or some other
failure that could cause a loss in pressure such as an air line rupturing, valve inadvertently being
closed, etc.  The unit, when mounted to any suitable airline via the 1/4" NPT pipe connection located
at the base of the unit, will alarm once the pressure drops to the preset level.  Both an audible and
visual signal will indicate the pressure has decreased to the preset level or below.  When the unit
senses pressures above the alarm set point, a green LED indicates that the unit has power and is
operating normally.  This feature can also be used to test the function of the internal battery by
unplugging the 80247 Continuous Operating Adapter and observing the green LED.  A solid green
light indicates ample power.  This test can also be performed while the unit is in an alarm condition.

INSTALLATION AND ADJUSTMENT

Locate a suitable place to mount or install the Model 8063801 unit and secure by threading the 1/4"
NPT connection to the proper mating pipe size.  Use ONLY THE FLAT AREA ON THE
PRESSURE SWITCH to secure and tighten the unit.  DO NOT OVER TIGHTEN - USE THREAD
TAPE.  Should the factory pre-set level be satisfactory, the unit is ready to operate by pressurizing
the system and turning the “ON-OFF” Switch to the “ON” position.  If pressure is above preset alarm
level setting, the green LED should illuminate.  Should you need to adjust the switch to some other
setting, carefully loosen the four (4) screws located at the four corners of the housing and carefully
lift off front cover to expose the pressure switch and internal wiring/battery (See Figure No. 2).
Locate the white adjustment dial located at the base of the pressure switch.  Note:  The numbers
located on the adjustment dial are for approximation only - DO NOT assume the setting noted on
the dial is the alarm set pressure.  Adjust system pressure to alarm set point level desired and turn
adjustment dial until the unit just activates the alarm.  Slowly increase the system pressure above this
setting until alarm stops.  Slowly lower system pressure until alarm activates.  Note system pressure,
and if this is the desired alarm set point, the unit is ready for operation.  Readjust if necessary and
replace front cover taking care not to pinch any wiring between housing and cover.

WARNING: The Alarm Set Point should be verified prior to each use to assure the unit is
operating properly and no one has tampered with the device.

FIGU RE NO . 2


